MATERTAL SAFETY DATA SHEET

- Date of Preparaticn: 7-22-88

‘:FI'.TIOI‘J I
Manufacturer : Binney & Smith Company ‘ -HMI S - .
Address : P.O. Box 546 - _ Health - i

; _ Winfield, Kansas 67156 Flammability )

_ Reactivity : :
Telephone @ 316-221-4200
. e Personal Protection : * |*ges Section VIII

Brergency *  316-221-4200 (HAZARD RATING. O*least, l=slight, 2=moderate, 3=high,
Product Class: artists Acrylic Paints 4=extreme, 5=chrom.c)
Mfg. Code ID : .

Series 1002, 1008, 1016, 1032, 1034, 1045, 1047

7972~ 13

170 = Cohalt Blue

7948-13
7976-/3
799a-13

Trade Name LIQUITEX Artists Acrylic Golor

SECTION II-A

HAZARDOUS OOMPONENTS

Ay

This paint contains the following plgme.nt llsted in OSHA Standard 29 CFR
Section 1910.1000, Table Z-1 for air contaminants:

Comoonent - CAS §
Cobalt Aluminate . 1345-16-0

Vapor Pressure
mm Hg

Zeru at roam temperature

T
0
S

. OCCUPATIONAL EXPOSURE LIMITS

SECTION II-B
OSHA PEL/TWA ACGIH  TLV/TWA
" Qobalt, metal, dust & fume 0.1 mg/m> 0.1 mg/m>
. -TION III PHYSICAL DATA '
Boiling point : not established % Volatile by volume: 50 * 10%
Evaporaticn rate : < 1 (ether = 1) Weight per gallon : 11 - 12 1lbs.
Vapor density : > 1 (air =1) : Specific gravity : 1.34 (B0 = 1)




“TLIQUITEX Artists A{:ryllc Colors - Cobalt Blue

SECTION IV HEALTH INFORMATTION

-

Eye éontact
@@

Inert mn.same paruculate dust
Skin coptact -
Non—tc:xxc .
Inhalation ' '
a Inert, nuisance part:.culate dust See Section X.

Ingestlon

'Ihls pmduct may be :Ln::Ltatmg to the gastrolntest.inal tract if in_gested.
E Slgns and symotoms

i SpeCJ.fIC hazard is known.
? ted medical oconditicns

Pre-existing skin, eye and respiratory disorders, impaired ﬁmctions from pre-—existing |

‘ rdersmybeaggravatedbye:mosu:etotlusnroduct
E Other health effects

% Repeated overmcpometotluspignentdustﬁiaycahse eye, slcinarsdreépi:atory tract ~

irriation.

p————
- e ——————————
I

SECTICN V H'TERGENCYANDHRSTAIDPMURFS

E Eve contact

- - Immediately flush eyes with water for at least 15 minutes. Seek medical attent:.an if any

symptoms persist.,
%S}cm contact

Wipe excess from skin and flush with water using soap if available. Seek medical attention

if irritation occurs.
@Inhaulatioﬁ
lﬁncve victim to fresh air and treat symptamatically,

: Ingestion

Consult a physician, hospital or poison control center if product is ingested.

FIRE AND EXPLOSION HAZARDS

e ———————
]

ﬂ.’lamnability classification - OSHA

_ CLASS IIIB
- DoT

:ashpointz > 212°F
tinauishi 3
UseWatarfog, foam.drydaem.calorcarbondzmu.de

ignite above 400°F., . .

v e o

Product as supplied will splatter and boil above 212°F. Product when drymay decarpose and

Y ol



. SECTION VIT

L it - Lz

LuJLish Artists Acrylic Colors . - Cobalt Blue

REACTIVITY

Stabilitz: ‘Stable

Hazardous polymerization: Will not occur
nditions and materials to avoid -
None 'krum

SECTION IX ENVIRONMENTAL PROTECTION

i1l or leak procedures

_ sand or other suitable material; place in
non-leaking containers for Proper disposal. Flush area with water to remove trace residue;
dispose of flush solutions as above. Small spill

S - take up with an absorbent material and
place in non-leaking containers; seal tightly for proper disposal.

Waste disposal

SECTION X

Fefer to latest EPA or State regulations regarding proper disposal.

ACDITICNAL PRECAUTIONS




ﬂ' . ' MATERIAL SAFETY DATA SHEET
"% Date of Preparation: 9-27-gg |
. SECTION I - '
- Manufacturer : Binney & Smith Conpany  ~HMIS -~
! - address t P.O. Box 546 Bealth . 1
!' I . ‘Winfield, Kansas 67156 - | Flammability N
! : Reactivit _ T 0. : .
‘ Telephone  : 316-221-4200 . Y .
Bnergency : 316-221-4200 Personal Protection : x | *See Section VIIX

(HAZARD RATING: 0=least, l=slight, 2=moderate, 3=high,.
Artists Acrylic Paints ' 4=extreme, §=chronic)
Series 1002, 1008, 1016, 1032, 1045, 1047 IR

Pmduct.CJ.ass:
Mfg. Code ID :

| Blick codo 1. 7973~ 12
E 166 - Chremium Oxide Green 7949__ /1
S | - 7976-12
N R | 7992- 12
Trade Name pLIOUTTEX Artists Acrylic Color _ _ .

e s

E SECTICN II-A _ ‘ HAZARDOUS COMPONENTS
i Cromium Oxide is listed as a hazardous chemical in OSHA Standard 29 CFR
| Secticn 1910.1000. |
| _ Vapor Pressure
. - Coroonent Cas ¢ : mm Hg <
hecall et LI | |

| O
. - Qiramium xide - 1308-38-9 Zero at roam temperature 2

SECTIN II-B

OCCUPATIONAL EXPOSURE LIMITS

CSHA PEL/TWA ACGIH TLV/TWA
! ' Chramium Oxide 1 rrg/m3 : 0.5 mg/m3
l SECTICN IIT - PHYSICAL DATA
. 2ing point : rot established % Volatile by volume: 50 + 10%
- wvaporaticn rate : < 1 (ether = 1) Weight per gallon : 11.0 - 13.0 1bs.
- Vapor density ;53 airw 1) Specific gravity  : 1.3 - 1.56 (1,0 = 1)



